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Layer 4: Lay 3 additional G2T-43V+TM on side with shorter stacks

140 PEBTM

26 Trusses

44' G2T-43V+TM

30" deep at middle

Project Details:

(1) Stack of:
(8) G2T-43V+JTM

3 Trusses Above

Sq Ft: 5280 sf
Dimensions: 120'x44'
Wall Height: 12'5'
Parapet Height: 9'6"
Estimated Loaded Weight: 40,000 lbs
Loaded On: 53' Step Deck Trailer

(29) G2T-43V+TM

(20) G2T-43V+JTM

(78) PSP8TM

HSCsTM

(4) PSP-C8TM

(24) WRP8TM

(252) LP SolidStartTM LSL Wall Studs

Contents:

140 PEBsTM

Layer 2: G2T-43V+TM

Layer 3: PSP8TM, WRP8TM, G2T-43V+JTM

140 total PEBsTM 140 total PEBsTM
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PSP8TM:
Stack of 9

WRP8TM: Stack of 8

WRP8TM: Stack of 8

WRP8TM: Stack of 8

44' long - 3.5" wide each
26 trusses

(Behind)
(3) Stacks of:  (8) WRP8TM

(1) Stacks of:
(5) PSP8TM

(4) PSP-C8TM

(1) Stacks of (8) PSP8TM

(1) Stack of (9) PSP8TM

(1) Stacks of (8) PSP8TM

(1) Stack of (9) PSP8TM

(1) Stacks of (8) PSP8TM

(1) Stack of (9) PSP8TM(2) Stacks of (11) PSP8TM

12.5' LP SolidStartTM LSL Wall Studs
252 total Studs

CSP8TM or QSR8TM Wood Structural Shell Logistic Model

8'-6"

8'-6"

8'-6"

Layer 1: LP SolidStartTM Wall Studs 252 total Studs
14 rows across

6 deep
3 sections

G2 HSCsTM G2 HSCsTM

G2 Structural
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